MIC-95-002-xx

Features

Omnidirectional electret condenser
microphone, for in car applications.
Specifically designed to offer good
intellegibility and low distortion also
in noisy environmental conditions.

Typical Microphone Sensitivity
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Mechanical Layout
Technical Specifications

20 L Directivity: Omnidirectional (Cardioid pattern)
RN T N Voltage supply: nom = 2,5 Vdc [1,5+10] Vdc
Sensitivity: -40 dB £4dB re 1V/Pa @ 1 kHz,
2,5Vdc, 2,2 k Q; (-3 dB max @ 1.5Vdc)
— 5 Equal to 10 mV meas. at 50 cm (Typ.)
N Max current: 0,5 mA
P—— Load resistor: 2,2k Q
— S/N Ratio: > 56 dBA
THD: < 3%
@ Max. SPL: 100 dB

Operating temp.: -25° to +70°C

Storage temp.: -40° to +85°C

Case material:  ABS Matt Black
Test Circuit Cable length

and connector: On request
2,2kQ 435 vdc

, Out
F] R

GND

Telicom Technology S.r.l. © Copyright All right reserved — Telicom Technology S.r.I. reserves the right to modify the specifications without notice - Ver. 3.0 - 29/10/19

== Technology...  yniEN 150 s001-2015
C.so Garibaldi, 40 20822 Seveso (MB) Italy  Tel. +39/0362/540014 Fax +39/0362/550282 e-mail telicom@telicom.it web www.telicom.it

Family





