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4 Channels - Digital Video Recorder
VS-DVR-487

General Features

* 4- Ch DVR

* H.264 compression format

* Data Record: SD, SDHC, SDXC
cards up to 4 x 128Gb or ext
USB device

* 12V power for each camera

* Power supply [9-36]Vdc

* 3G, WiFi, GPS options

Technical Specifications

H.264 high profile compression format
Video Standard: PAL (25 fps); NTSC (30 fps)
Simultaneous 4 channels video / 4 audio recording
Data Record: support 4 x SD/SDHC/SDXC cards 4 x 128Gb; ext USB device
Video compression:
Video b/r : D1: 192Kbps - 1795Kbps
CIF : 48Kbps - 768Kbps
Quality: 7 levels for grade
Video In / Out : 1 Vpp 75 Ohm - Aviation plug
Power-on recording, alarm recording, motion detection recording available;
8 alarm inputs; auto switch to the working channel when triggered;
G-Sensor function - auto switch to the recording channel when G-Sensor activated,;
2 alarm out;
Wide range of power input: 9V~36V
Provides 12V power for each camera with power short protection; 5V 2A
Power-on and off can be controlled via ignition switch
Video transmission with priority: LAN > WiFi > 3G
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Mechanical

Exceptional anti-vibration ability

Size 178 x50x 171 mm
Weight : 0,8 Kg

Mounting : 20 pin Input/Output Cable

Communication : RS232; RS485
optional: 3G; 4G ; WiFi ; GPS/GLONASS

Environmental

Working Temp. @ -20°C~+70°C
Storage Temp. : -40°C~+75°C
Rel. Humidity : 40% ~ 95%
Vibration proof

IP grade : IP54
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