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4- Channel - Digital Video Recorder

| VS-DVR-8115

General Features

*4- Ch DVR

* H.264 compression format
* Data storage: hard disk ;

* 12V power for each camera
* Power supply [8-36]Vdc

* 4G , WIFi, GPS options

Technical Specifications

H.264 high profile compression format
Video Standard: PAL (25 fps); NTSC (30 fps)
Simultaneous 4 channel video / audio recording 2 ch input
Data Storage: 2.5" hard disk (max. 1TB),;
optional: +1x SD card (max. 64G),
support USB for data export

Video compression: H.264 High Profile
Video b/r : D1 : 800Kbps - 3Mbps, 5 levels b/r available

CIF : 256Kbps - 1.5Mbps, 5 levels b/r available
Quality: 5 grade selection
4 channel composite and separate video recording available: 4 ch simultaneously
Video In / Out : 1 Vpp 75 Ohm
Power-on recording, alarm recording, motion detection recording available;

6 alarm inputs; auto switch to the working channel when triggered

Wide range of power input: 8V~36V
Provides 12V power for each camera with power short protection; Max 5x0,5A
Power-on and off can be controlled via ignition switch
DVR setup via remote ctrl or via Ethernet
Upgrade by SD card or USB
Exceptional anti-vibration ability

Mechanical Environmental
Size : 198 x 64 x 186 mm Working Temp. : -25°C~+60°C
Mounting . 4 pin din connection Storage Temp. @ -40°C~+65°C
Communication: : 2x RS232; RJ45, Rel. Humidity —: 40% ~ 95%
10/100M Lan Port Vibration proof
optional: 4G ; WiFi ; GPS IP grade : 54
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