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* GPS Antenna

* Active

* Suitable for indoor and

outdoor appl ications

* 100% Waterproof

* Adhesive or Magnetic

Mounting on request

* Connector and

cable lenght on request
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Features

Technical Specifications

Working Temp.

Storage Temp.

Rel. Humidity

Weatherproof

Vibration proof

IP

: -40°C~+85°C

: -45°C~+100°C

: 40% ~ 95%

: 100%Waterproof

: Sine sweep 1g(0-p)

10~50~10Hz each axis

: IP67°C

GPS ACTIVE ANTENNA
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ANT­01­x71­xx

GPS Antenna

Frequency Range

Bandwidth

Gain

V.S.W.R

Nominal Impendence

Polarization

: 1575.42MHz±1.02MHz

: >10 MHz

: 2dBic based on7x7cm ground plane

: 1 .5: 1

: 50 Ohms

: RHCP

Environmental

Mechanical

Size

Cable

Connector

Mounting

Housing

: 40 x 35 x 13,1 mm

: RG174

: SMA / SMB / MCX / FME or others

: adhesive or magnetic

: Black

LNA Filter

LNA Gain

Noise Figure

Output V.S.W.R.

DC Voltage

DC Current

: 29dB (+25°C±10°C)

: 2.0dB (+25°C±10°C)

: 1 .5

: 3 ~ 5 V

: 15.5mA (at 3.0V)A

A
n

te
n

n
a

s
F

a
m

il
y



C. so Garibaldi, 40 20822 Seveso (MB) I taly Tel. +39/0362/54001 4 Fax +39/0362/550282 e-mail tel icom@telicom. it web www. tel icom. it

T
el

ic
o

m
T

ec
h

n
o

lo
g

y
S

.r
.l

.
©

C
o

p
yr

ig
h

t
A

ll
ri

g
h

t
re

se
rv

ed
–

T
el

ic
o

m
T

ec
h

n
o

lo
g

y
S

.r
.l

.
re

se
rv

es
th

e
ri

g
h

t
to

m
o

d
if

y
th

e
sp

ec
if

ic
at

io
n

s
w

it
h

o
u

t
n

o
ti

ce
­

1
1

/0
3

/1
3

GPS ACTIVE ANTENNA
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Patch Test Curve

Test condition: 20x20mm ground

LNA Filter




